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RÉCEPTEUR DOUBLE TRUE DIVERSITY HAUTE PERFORMANCE - DSP AUDIO NUMÉRIQUE

Caractéristiques principales

Jusqu'à 240 MHz de bande passante dans la gamme 470/798 MHz 
Format modulaire autonome ou slot-in 

40 groupes de 60 fréquences entièrement programmables 
Broadcast qualité de la transposition du signal audio 

Traitement audio DSP entièrement numérique pour une qualité de 
diffusion exceptionnelle et une compatibilité multimarques         
Interface IR pour la programmation et la synchronisation de l'émetteur 
Configuration et fonctionnement faciles grâce à un écran OLED 

La technologie Wisycom avec la sous porteuse en numérique 

permets: 
Surveillance de la batterie à distance du TX 

Fonction avancée du tone-squelch  

Fonction PTT  (Un module de panneau arrière en option est 
disponible, avec la sortie COM secondaire) 

Robustesse exceptionnelle et fiabilité absolue même dans des 
environnements très encombrés 
De petite taille 

Utilisation très simple et agréable avec indication d'état simple grâce 
aux LED RGB
Nouveau profil DSP pour augmenter
la qualitée d'enregistrement
jusqu'à 15 dB
 DESCRIPTION GÉNÉRALE 

Le MCR42 est un système de récepteur caméra de microphone sans fil  
double Truee Diversity dans une configuration modulaire autonome ou à 
fente (compatible avec la plupart des fentes de caméra).   



 caméra “slot-in” receiver  (pour Ikegamy, Philips, Sony cameras) 

caméra “stand-alone” très petit récepteur true diversity réelle,  

alimenté par une source externe 5 ÷ 18 Vdc

Tout le traitement audio est géré par un puissant DSP pour 
permettre le multicompanding, l'amélioration audio et les données 
de contrôle numériques. Très simple et polyvalent grâce à:

Affichage Oled,  

Commandes de bouton de navigation,  

Infrarouge sync. et programmation, 

Scan automatique. 

 Affichage Oled plus large!
 Disposition des boutons optimisée!
 Logiciel simplifié!
 Rapport SND / D amélioré sur S3
 Routage audio

 Sortie audio jusqu'à 18 dBu!

http://www.wisycom.com/
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• Frequency ranges [1]

                              
:    N ⇒ option 470 ÷ 700 MHz  

M ⇒ option 566 ÷ 798 MHz 

• Switchable channels : 40 groups of 60 channels fully user progr. 

• Switching-window : Up 240 MHz  

• Frequencies : Microprocessor controlled frequency synthesizer circuit, with 25 kHz minimum step. 
Frequencies is easily PC reprogrammed with optional UPK300E/UPKmini programmer. 

• Frequency error : < ± 2.5 ppm, in the rated temperature range 

•Temperature range : -10 ÷ +55 °C 

• Modulation : FM, with de-emphasis. 

• Nominal deviation : ±40 kHz (Max. operating dev. = ± 60 kHz). 

• “A” / “B” antenna inputs : With sturdy connectors. 

• Antenna input
impedance 

: 50 ohm sma type (SWR < 1:2; typ. 1:1.4). 

• Sensitivity : ⇒ 2 μV ( 0 dBμV), for SND/N > 58 dB; 

⇒ 5 μV (14 dBμV), for SND/N > 98 dB.

in the whole switching-window [2]. 

• Amplitude response : < 0.5 dB (RF input sig.: 6 dBμV ÷ 100 dBμV). 

• Co-channel rejection : > 2.5 dB. 

• Adjacent chan.
selectivity 

: > 80 dB typical (for ch. spacing ≥ 400 kHz). 

• Spurious rec. rejection : > 100 dB.  

• IF image rejection : > 90 dB. 

• Intermod. rejection : > 76 dB. 

• IIP3 : > +10 dBm typical. 

• Spurious emissions : < 2 nW (typical = 0.1 pW). 

• Noise Reduction system : ENR / ENR-1.2 (Wisycom Extended-NR) , noise optimized 
ENC / ENC-1.2 (Wisycom Extended-NC), voice optimized & with reduced pre-

emphasis 
⇒ Others, compatible with most systems, thru an internal DSP emulation of SA572, SA575 and Rms

envelope compander chip set, fully user programmable 

• AF bandwidth : 30 Hz ÷ 20 kHz. 

• Frequency response : ± 0.5 dB in the 30 Hz ÷ 19 kHz range. 

• Distortion : • MCR42S: 0.3 % typical   • MCR42S2/S3: 0.1 % typical 

• SND/D ratio (Analogue) : 110 dB typical [2] 

• SND/D ratio (AES3) : • MCR42S: >125 dB typical2   • MCR42S2/S3:  >140 dB typical2 

POWER LEDs : (OLD display) 2 multicolour RGB LEDs to easy indicate Rx1 & Rx2 power status 
(NEW display) 1 multicolour RGB LEDs for the power status of the receiver 

• RF LEDs : 2 multicolour RGB LEDs to easy indicates Rx1 & Rx2 RF status. Always on in normal 
operation: 

• AUDIO LEDs : 2 multicolour RGB LEDs to easy indicates Rx1 & Rx2 audio status: 

• Front buttons : Simple operation with 4 buttons to quickly monitor and setup the receiver. 
One touch function for a frequency scan and sync function. 

• Powering : - External = 5 ÷ 18 Vdc (1.5 W max). 

- Autonomous. = with optional BCA 42 Battery Module 
(5 x IEC-LR6 1.5V size-AA alkaline or rechargeable elements). 

• Dimensions : “Slot-in” execution= 68 x 18 x 115 mm, “Stand-alone” exec.= 68 x 18 x 135mm. 

• Weight : 180 g approx. 

Analogue Audio Output 
• Audio line-output 1 & 2 :   Electronically balanced on two 3 pin mini-XLR Female connector

• Audio line-output level    :    Adjustable 1 dB step between (peak dev level):
-30dBu [MCR42S/S2/S3] /-18dBu [MCR42]   +12dBu [MCR42/S/S2] / +18dBu [MCR42S3] 

• Audio line-output imped. :   ≤ 200 ohm.

Push to Talk (PTT) Audio Output 
• PTT line-output 1 & 2    :   Electronically balanced on a 5 pin mini-XLR Male connector
Digital Audio Output 
• Digital line-output 1 & 2 : Electronically balanced on 3 pin mini-XLR Male connector
• Digital line-output  :    AES3 @ 48 kHz 

In compliance with   : 
USA: , 47 CFR  15  Subpart B 

CAN RSS-Gen/CNR-Gen 
ETSI specifications: ETSI 300 422 

NOTE [2]: RMS value, 22 Hz / 22 kHz, unweight. 

CARACTERISTIQUES TECHNIQUES

http://www.wisycom.com/
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 OPTIONS TOP FEED 
Le MCR42 possède 4 sources audio principales:

 Audio Line 1&2

 AES3 (audio 1&2, 48kHz 24bit)

 PTT (push to talk) 1&2

 Headphone(left/right)
Le TOP FEED peut apporter sur un connecteur mini-XLR 5M deux signaux audio symétriques appelés ligne1 et ligne2. 
Le MCR42-Exx peut ensuite être configuré en usine pour connecter en haut (ligne 1 et 2) la source audio dont vous avez besoin.

 ACCESSORIES-STAND-ALONE  

BCA42

MCR42-ECL: PTT Line 1 & Audio Line 2 

MCR42-ELC: Audio Line 1 & PTT Line 2 

MCR42-EC2: PTT Line 1 & 2 

MCR42-EL2: Audio Line 1 & 2 

CAM50-42 

Line 1 & 2 to XLR 

Line 1 to XLR 

Line 2 to XLR 

CAM50-41 

CAM50-3 

MCR42-Exx 

BCA42 
FLA42 MCRMNT 

Batt.pack 
5AA 

BPA42-PTT BPA42BAG 

Line out1/AES3 
Line out2 
Power 

Line out1/ 
AES3/out2 

BPA42-HPN 

CAM50-2 CAM50-3 CDC34 

PTT out1&2 
Power (Hirose) 

http://www.wisycom.com/
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 ACCESSORIES - SLOT IN

SO
N

Y 

SLK42-SX 

"Slot-in" kit (upper flange +rear-panel) for Sony camera.  
NOTE: Standard SLK42-SX has 20dB of attenuation 
NOTE: not all Sony cameras has the internal double pin enable. 
CHECK IF YOUR CAMERA SUPPORT 2 CHANNELS ON SLOT-IN 

SLK42-SX-0 Variant of Slot-in SONY no attenuation 

SLK42-SX2-6 

"Slot-in" kit (upper flange +rear-panel) for Sony camera. 
NEW feature with MCR42 TopFeed version: 
 - LINE and COM audio routing 
NOTE: 6dB of attenuation 

CAP51-SX 
STAND ALONE HARNESS CABLE- DB15 (to MCR41, Sony slot-in 
compatible)-1 XLR-3M (line output isolated with audio 
tranformer) + hirose (power from camera) 

CAP52-SX 
STAND ALONE HARNESS CABLE- DB15 (to MCR42, Sony slot-in 
compatible)- 2 XLR-3M (line output isolated with audio 
tranformer) + hirose (power from camera) 

P
H

IL
IP

S 

SLK42-PH "Slot-in" kit (upper flange + rear-panel)  
for Philips/Thompson/Grass Valley camera 

IK
EG
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M
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BPA42-IK "Slot-in" for Ikegami, Panasonic cameras 
NOTE: 6dB of attenuation 

BPA42-IKSS 

SUPERSLOT/UNISLOT  
Compatible with: 
- SuperSlot mixers (i.e. Sound Devices 668/SL-6) 
- Unislot (Ikegami, Panasonic cameras) 
NOTE: no attenuation 

BPA42-IKSS2 

SUPERSLOT/UNISLOT  
NEW feature with Panasonic cameras (models:  AJ-PX5000, AJ-
PX3100):  
- remote On/Off from camera   
- receiver warning information on camera 
Compatible with: 
- SuperSlot mixers (i.e. Sound Devices 668/SL-6) 
- Unislot (Ikegami, Panasonic cameras) 
NOTE: no attenuation 

UFLA42-IK-PSC 

Ikegami flange compatible with: 
- old PSC Six Pack 
- Sound Devices 668/SL-6 

Ikegami, Panasonic cameras 

UFLA42-IK-OP Ikegami flange compatible with new PSC  Six Pack 

CAU42-IKSS 
STAND ALONE HARNESS CABLE- DB25  
(to MCR42,Ikegami/Panasonic slot-in compatible)- 2 XLR-3M 
(line output) + USB (power and management with SLK42-IKSS/2) 

CAP51-IK 
STAND ALONE HARNESS CABLE- DB25  
(to MCR41, Ikegami/Panasonic slot-in compatible)- 1 XLR-3M 
(line output isolated with audio tranformer) + hirose (to camera) 

CAP52-IK 

STAND ALONE HARNESS CABLE- DB25  
(to MCR42,Ikegami/Panasonic slot-in compatible)- 2 XLR-3M 
(line output isolated with audio tranformer) + hirose (power 
from camera) 

SLOT-IN 

http://www.wisycom.com/
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